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Reinforced concrete.
Brick.
, NOTS: The word "buildings" as used in this section means a building having occupancy
other than that directly associated with storage of containers, filled and empty or the mani-
folding of cylinders used in cutting and industrial purposes.
Tile, gypsum or concrete block (cement plaster on each side to a
thickness of 4 inch).
Openings from a cylinder storage room or compartment to other
parts of the building shall be protected by a fire door classified and
labeled as suitable for use in Class B situations as defined in the Stand-
ards for the Protection of Openings in Walls and Partitions Against
Fire.
The door shall be of the swinging type and close into a rabbet or
otherwise be made tight to prevent passage of flame around edges; it
shall be self-closing, and if fastened open, shall be arranged to close
automatically in case of fire originating inside or outside of the cylinder
storage room or compartment. Windows, if provided in partitions shall
be wired glass in approved metal frames.
Special buildings, rooms or compartments shall have no open flame
for heating or lighting and shall be well ventilated. Empty cylinders
shall be stored with valve end up, and cylinder cap in place.
5.2. Storage for Re-Sale.
(a) Containers other than I.C.C. containers, if they contain any gas
shall be stored according to the requirements applying to such containers
connected for use in Sections B.5 and 2.5.
(b) I.C.C. containers may be stored in a building, a separate room or
compartment used exclusively for storing gas containers. Such room or
compartment shall not be below ground level and shall have no open-
ings communicating with other occupancies. The space below the floor
shall be of solid fill or properly ventilated to open air. The building or
compartment or room shall be vented top and bottom to the outside only
and the outlet from such vents shall be at least 5 feet horizontally from
any other opening into any building. Such storage of containers shall
not be adjacent to a school, church, hospital, athletic field or other points
of public gathering.
(c) Containers may be stored in the open provided they are stored with-
in a suitable enclosure where necessary to prevent tampering. Containers
shall not be stored adjacent to a school, church, hospital, athletic field
or other points of public gathering. The valves and safety devices shall
be protected against accumulations of ice and snow. Protective caps shall
be deemed adequate.
(d) Where the storage exceeds 10,000 pounds of gas at one storage lo-
cation, such storage shall be located at least twenty-five (25) feet from
important buildings, or regularly busy main thoroughfares.
(e) Readily combustible material shall not be piled within ten (10)
feet of containers, in storage. A warning, to keep open flames and fire
away, shall be conspicuously posted.
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